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AMI-Micro 100 Series 
BET Surface Area and Pore Size Analyzer 

INTRODUCTION 

The AMI-Micro 100 Series is a high-precision physisorption instrument designed for the accurate determination of 
specific surface area and pore size distribution in a wide range of materials. The series is available in three distinct 
models—A, B, and C—each offering specialized capabilities to accommodate various analytical requirements (refer to 
the specification table for further details). 

The Micro 100 C model is equipped with high-sensitivity 1 torr pressure transducers (with an optional 0.1 torr 
configuration) and a turbo molecular pump achieving an ultimate pressure of 10⁻⁸ Pa, ensuring exceptional accuracy 
in the characterization of microporous structures. Furthermore, all analysis stations incorporate in-situ sample 
preparation, effectively minimizing contamination and enhancing measurement reliability. 

Engineered for advanced materials research, the AMI-Micro 100 Series is particularly well-suited for the 
characterization of microporous materials, including metal-organic frameworks (MOFs), molecular sieves, catalysts, 
activated carbon, and other porous substances, providing precise and reproducible gas adsorption analysis. 

Configurable 0.1 torr or 
1 torr Pressure 
Transducers (Type C,3) 

Test module, special high 
precision temperature and 
pressure control 

Valve indicator 

Two-station 

degas system 

and heating 

mantle 
Analysis Port and P0 stations 
(2) 

 Low form Dewar flask 

Gas Inlets, Ethernet 
Port, power supply 

Instrument Structural Layout of AMI-Micro 100 Series 

“Accurate, Accessible, Advanced Gas Sorption” 
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FEATURES 

Module Design for Minimal Dead Volume 
The internal gas path design of the instrument 
adopts a unique integrated metal module design, 
which not only reduces the internal dead volume 
space but also lowers the system leakage rate. 

Saturated Vapor Pressure P0 

An independent P₀ pressure transducer is 
configured at 133 kPa for P₀ value testing, 
enabling real-time P/P₀ measurement for more 
accurate and reliable test data. Alternatively, an 
atmospheric pressure input method can be used 
to determine P₀. 

Independent analysis ports 
With independent analysis ports, the system 
employs a unique vacuum control logic that allows 
each station to operate without disruption, even 
when using a single mechanical pump or pump 
group. This enables sequential, independent 
experiments, meeting diverse adsorbent testing 
needs while ensuring high efficiency. 

High-Precision Micropore Distribution 
Analysis (Micro 100C) 
Utilizes advanced micropore models, including the 
Horvath-Kawazoe (HK) and Saito-Foley (SF) methods, to 
accurately determine pore size distribution. Ensures an 
aperture deviation of less than 0.02 nm, providing 
precise characterization of microporous materials in gas 
adsorption studies. 

Thermal Stabilization 
A core rod in the sample tube reduces dead 
volume and stabilizes the cold free space 
coefficient, while an iso-thermal jacket maintains 
a constant thermal profile along the tube. 
Additionally, automatic helium correction ensures 
precise calibration for any powder or particulate 
material, minimizing temperature- related 
deviations during analysis. 

Customizable Selection of Pressure Transducers 
Depending on the model, the AMI-Micro 100 Series 
offers various quantities and types of pressure 
transducers. Among them, the Micro 100C, equipped 
with a 1 Torr transducer (selectable 0.1 Torr), enables a 
partial pressure (P/P₀) of up to 10⁻⁸ (N₂/77 K) in 
physical adsorption analysis. 

Optimized Manifold Contamination Control 
This system features a multi-channel, adjustable, 
and parallel vacuum design with segmented 
vacuum control. This setup effectively prevents 
samples from being drawn up into the analyzer 
therefore preventing manifold contamination. 

Turbo Molecular Pump 
A Turbo Molecular pump is included on the Micro 
100C. Achieving ultimate pressures of 10⁻⁸ Pa, 
this system ensures a solid foundation for precise 
micropore analysis at ultra- low pressures. 

Multiple Degassing Stations for Sample Preparation 
Equipped with two (2) integrated degassing ports 
and two (2) in-situ degassing ports. Each port offers 
independent temperature control from ambient to 
400°C (Optional: RT-500°C), ensuring precise 
sample preparation. In- situ degassing enhances 
microporous material analysis by providing 
superior efficiency over ex- situ methods. 
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PAS Software is an intelligent solution for operation control, data acquisition, calculation, analysis, and report 
generation on the Windows platform. It communicates with the host via the LAN port and can remotely 
control multiple instruments simultaneously.  

PAS Software adopts a unique intake control 
method, optimizing pressure in the adsorption 
and desorption processes through a six-stage 
setting, which improves testing efficiency 

Changes in pressure and temperature inside the 
manifold can be directly observed in the test 
interface, providing convenience for sample testing 
and instrument maintenance. The current state of 
analyzer can be intuitively understood with the 
indicator light and event bar. 

Each adsorption equilibrium process is 
dynamically displayed on the test interface. 
Adsorption characteristics of the sample can be 
easily understood. 

A clear and concise report setting interface, 
including the following: 
 Adsorption and desorption isotherms
 Single-/Multipoint BET surface area 
 Langmuir surface area 
 STSA-surface area 
 pore size distribution according to BJH 
 t-plot 
 Dubinin-Radushkevich 
 Horvath-Kawazoe
 Saito-Foley 

SOFTWARE
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 The specific surface area test results for iron ore powder are shown in the figure below. As a
material with an inherently low specific surface area, the repeatability error in the
measurements is only 0.0015 m²/g, demonstrating high testing precision.

 Adsorption and Desorption Isotherms of typical macro/mesoporous materials - silica

 Analysis of pore size distribution of activated carbon materials by NLDFT.

TYPICAL ANALYSIS RESULTS
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Model Micro 100 

Specific Model 100A 100B 100C 

Analysis Ports 2 2 2 

P0 Transducer 1 1 1 

Analysis 
Pressure 
Transducer 

1 2 3 

Pressure Transducers 1000 torr 1000 torr, 10 torr 1000 torr, 10 torr, 1(0.1) torr 

Pressure Transducer 
Accuracy and 
Resolution 

Accuracy: 0.05% F.S., 
Resolution: 0.0005% F.S. 

1000 torr - Accuracy: 0.05% F.S., 
Resolution: 0.0005% F.S. 
10 torr/ 1 torr -Accuracy: 0.2% 
RDG, Resolution: 0.003% F.S 

1000 torr - Accuracy: 0.05% 
F.S., Resolution: 0.0005% F.S. 
10 torr/ 1 torr -Accuracy: 0.2% 
RDG, Resolution: 0.003% F.S. 
0.1 torr -Accuracy: 0.5% RDG, 
Resolution: 0.003% F.S. 

Pump 

2 mechanical pumps (ultimate 
vacuum 10-1 Pa; minimal 7.5 x 
10-4 torr): 1 analysis, 1 degas; 

2 mechanical pumps (ultimate 
vacuum 10-1 Pa; minimal 7.5 x 
10-4 torr) : 1 analysis, 1 degas.

1 mechanical pumps 
(ultimate vacuum 10-1 Pa; 
minimal 7.5 x 10-4 torr): 1 
analysis, 1 degas 
1 turbo molecular pump 
(ultimate vacuum 10-8 Pa; 
minimal 7.5 × 10⁻¹¹ torr ) 

P/P0  Range 10-4 - 0.998 10-6 - 0.998 Standard: 10-7 - 0.998 
Optional: 10-8 - 0.998 

Specific Surface Area ≥ 0.01 m2/g, test repeatability: 
RSD ≤ ±1.0% 

N₂: 0.01 m²/g to upper limit; Kr: 0.0005 m²/g to upper limit. 
Test 
repeatability: RSD ≤ ±1.0% 

Pore Size 
Measurement Range 

0.35*-500 nm, test 
repeatability: ≤ ±0.02 nm 
(*Achieved with CO2) 

.35*-500 nm, test repeatability: 
≤ ±0.02 nm (*Achieved with 
CO2) 
.7 -500 nm, test repeatability: ≤ 
±0.02 nm , N2 Adsorption 

0.35-500 nm, test 
repeatability: ≤±0.02 nm  

Pore Volume ≥ 0.0001 cm3/g 

Degassing Ports 2 in-situ; 2 ex-situ; 

Adsorbates N2, CO2, Ar, H2, O2, CO, CH4, etc. N2, CO2, Ar, Kr, H2, O2, CO, CH4, etc. 

Cold Trap 2 

Dimensions and 
Weight 

L 36.0 in (915 mm) × W 22.4 in (570 mm) × H 36.0 in (915 mm), 239 lbs (109 kg) 

Power Requirements 110 or 240 VAC, 50/60 Hz, maximum power 300 W 

SPECIFICATIONS
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ABOUT US 
Advanced Measurement Instruments (AMI), consisting of Altamira Instruments, Rubolab, ISI, and 
JWGB, offers a comprehensive portfolio of solutions for all your material characterization needs. As a 
global and diversified company, we have many years of professional experience, and our mission is 
to empower scientists and researchers around the world in the field of materials science by providing 
cutting-edge analytical instruments. We are committed to providing high-quality, user-friendly, cost-
effective products and services to ensure that customers get the best solutions in research and 
industrial applications. 

MISSION 
At AMI, our mission is to advance the world of materials characterization by providing cutting-edge 
analytical instruments that empower customers in commercial and research fields. 
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AMI-Micro 200 Series 
BET Surface Area and Pore Size Analyzer 

INTRODUCTION 

The AMI-Micro 200 Series is a high-precision physisorption instrument designed for the accurate determination of 
specific surface area and pore size distribution in a wide range of materials. The series is available in three distinct 
models—A, B, and C—each offering specialized capabilities to accommodate various analytical requirements (refer to 
the specification table for further details). 

The Micro 200 B and C models can be equipped with high-sensitivity 10 torr or 1 torr pressure transducers (with an 
optional 0.1 torr configuration) and a turbo molecular pump achieving an ultimate pressure of 10⁻⁸ Pa, ensuring 
exceptional accuracy in the characterization of microporous structures. Furthermore, all analysis stations 
incorporate in-situ sample preparation, effectively minimizing contamination and enhancing measurement 
reliability. 

Engineered for advanced materials research, the AMI-Micro 200 Series is particularly well-suited for the 
characterization of microporous materials, including metal-organic frameworks (MOFs), molecular sieves, catalysts, 
activated carbon, and other porous substances, providing precise and reproducible gas adsorption analysis. 

Configurable 10 torr, 1 
torr, .1 torr Pressure 
Transducers (Models B 
and C) 

Test module, special high 
precision temperature and 
pressure control 

Individual Pressure Transducers 
For P0 (2) 
Valve indicator 

Analysis Port and P0 stations 
(2) 

Low form Dewar flask 

Gas Inlets, Ethernet 
Port, power supply 

Instrument Structural Layout of AMI-Micro 200 Series 

Two-station 

degas system 

and heating 

mantle 

“Accurate, Accessible, Advanced Gas Sorption” 
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FEATURES 
 

 

Module Design for Minimal Dead Volume 
The internal gas path design of the instrument 
adopts a unique integrated metal module design, 
which not only reduces the internal dead volume 
space but also lowers the system leakage rate. 

 
Saturated Vapor Pressure P0 

An independent P₀ pressure transducer is 
configured at 133 kPa for P₀ value testing, 
enabling real-time P/P₀ measurement for more 
accurate and reliable test data. Alternatively, an 
atmospheric pressure input method can be used 
to determine P₀. 

 

Independent analysis ports 
With independent analysis ports, the system 
employs a unique vacuum control logic that allows 
each station to operate without disruption, even 
when using a single mechanical pump or pump 
group. This enables simultaneous, independent 
experiments, meeting diverse adsorbent testing 
needs while ensuring high efficiency. 

 
High-Precision Micropore Distribution 
Analysis (Micro 200 B and C) 
Utilizes advanced micropore models, including the 
Horvath-Kawazoe (HK) and Saito-Foley (SF) methods, to 
accurately determine pore size distribution. Ensures an 
aperture deviation of less than 0.02 nm, providing 
precise characterization of microporous materials in gas 
adsorption studies. 

 
Thermal Stabilization 
A core rod in the sample tube reduces dead 
volume and stabilizes the cold free space 
coefficient, while an iso-thermal jacket maintains 
a constant thermal profile along the tube. 
Additionally, automatic helium correction ensures 
precise calibration for any powder or particulate 
material, minimizing temperature- related 
deviations during analysis. 

Customizable Selection of Pressure Transducers 
Depending on the model, the AMI-Micro 200 Series 
offers various quantities and types of pressure 
transducers. Among them, the Micro 200 C, equipped 
with a 1 Torr transducer (selectable 0.1 Torr), enables a 
partial pressure (P/P₀) of up to 10⁻⁸ (N₂/77 K) in 
physical adsorption analysis. 

 

 
Optimized Manifold Contamination Control 
This system features a multi-channel, adjustable, 
and parallel vacuum design with segmented 
vacuum control. This setup effectively prevents 
samples from being drawn up into the analyzer 
therefore preventing manifold contamination. 

 

 
Turbo Molecular Pump 
A Turbo Molecular pump is included on the Micro 
Micro 200C. Achieving ultimate pressures of 
10⁻⁸ Pa, this system ensures a solid foundation 
for precise micropore analysis at ultra- low 
pressures. 

 
Multiple Degassing Stations for Sample Preparation 
Equipped with two (2) integrated degassing ports 
and two (2) in-situ degassing ports. Each port offers 
independent temperature control from ambient to 
400°C (Optional: RT-500°C), ensuring precise 
sample preparation. In- situ degassing enhances 
microporous material analysis by providing 
superior efficiency over ex- situ methods. 
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PAS Software is an intelligent solution for operation control, data acquisition, calculation, analysis, and report 
generation on the Windows platform. It communicates with the host via the LAN port and can remotely 
control multiple instruments simultaneously.  

 

 

PAS Software adopts a unique intake control 
method, optimizing pressure in the adsorption 
and desorption processes through a six-stage 
setting, which improves testing efficiency 

 

 

Changes in pressure and temperature inside the 
manifold can be directly observed in the test 
interface, providing convenience for sample testing 
and instrument maintenance. The current state of 
analyzer can be intuitively understood with the 
indicator light and event bar. 

Each adsorption equilibrium process is 
dynamically displayed on the test interface. 
Adsorption characteristics of the sample can be 
easily understood. 

 

A clear and concise report setting interface, 
including the following: 
 Adsorption and desorption isotherms 
 Single-/Multipoint BET surface area 
 Langmuir surface area 
 STSA-surface area 
 pore size distribution according to BJH 
 t-plot 
 Dubinin-Radushkevich 
 Horvath-Kawazoe 
 Saito-Foley 

SOFTWARE 
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 The specific surface area test results for iron ore powder are shown in the figure below. As a 

material with an inherently low specific surface area, the repeatability error in the 
measurements is only 0.0015 m²/g, demonstrating high testing precision. 

 

 

 
 Adsorption and Desorption Isotherms of typical macro/mesoporous materials - silica 

 
 

 Analysis of pore size distribution of activated carbon materials by NLDFT. 

 

TYPICAL ANALYSIS RESULTS 
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Model Micro 200 

Specific Model 200A 200B 200C 

Analysis Ports 2 2 2 

P0 Transducer 2 2 2 

Analysis Pressure 
Transducer 

2 4 6 

Pressure 
Transducers 
Configuration 

Port 1 1000 torr 1000 torr, 10 torr 1000 torr, 10 torr, 1(0.1) torr 

Port 2 1000 torr 1000 torr;  
1000 torr, 10 torr (Optional) 

1000 torr, 10 torr, 1(0.1) torr 

Pressure Transducer 
Accuracy and 
Resolution 

Accuracy: 0.05% F.S., 
Resolution: 0.0005% F.S. 

1000 torr - Accuracy: 0.05% F.S., Resolution: 0.0005% F.S. 
10 torr/ 1 torr -Accuracy: 0.2% RDG, Resolution: 0.003% F.S. 
0.1 torr -Accuracy: 0.5% RDG, Resolution: 0.003% F.S. 

Pump 2 mechanical pumps 
(ultimate vacuum 10-1 Pa; 
minimal 7.5 x 10-4 torr): 1 
analysis, 1 degas 

2 mechanical pumps (ultimate vacuum 10-1 Pa; minimal 7.5 x 
10-4 torr): 1 analysis, 1 degas 
1 turbo molecular pump (ultimate vacuum 10-8 Pa; minimal 7.5 
× 10⁻¹¹ torr ) 

P/P0 Range 10-4 - 0.998 10-6 - 0.998 10-8 - 0.998 

Specific Surface 
Area 

≥ 0.01 m2/g, test 
repeatability: RSD ≤ ±1.0% 

N₂: 0.01 m²/g to upper limit; Kr: 0.0005 m²/g to upper limit. Test 
repeatability: RSD ≤ ±1.0% 

Pore Size Range .35*-500 nm, test 
repeatability: ≤ ±0.02 nm 
(*Achieved with CO2) 

.35*-500 nm, test repeatability: ≤ 
±0.02 nm (*Achieved with CO2) 
.7 -500 nm, test repeatability: ≤ 
±0.02 nm , N2 Adsorption 

0.35-500 nm, test 
repeatability: ≤ ±0.02 nm 

Pore Volume ≥ 0.0001 cm3/g 

Degassing Ports 2 in-situ; 2 ex-situ; 

Adsorbates N2, CO2, Ar, H2, O2, CO, CH4, 
etc. 

N2, CO2, Ar, Kr, H2, O2, CO, CH4, etc. 

Cold Trap 2 

Dimensions and 
Weight 

L 36.0 in (915 mm) × W 22.4 in (570 mm) × H 36.0 in (915 mm), 261.8 lbs (119 kg) 

Power 
Requirements 

110V or 200-240 VAC, 50/60 Hz, maximum power 300 W 

SPECIFICATIONS 
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ABOUT US 
Advanced Measurement Instruments (AMI), consisting of Altamira Instruments, Rubolab, ISI, and 
JWGB, offers a comprehensive portfolio of solutions for all your material characterization needs. As a 
global and diversified company, we have many years of professional experience, and our mission is to 
empower scientists and researchers around the world in the field of materials science by providing 
cutting-edge analytical instruments. We are committed to providing high-quality, user-friendly, cost-
effective products and services to ensure that customers get the best solutions in research and 
industrial applications. 

MISSION 
At AMI, our mission is to advance the world of materials characterization by providing cutting-edge 
analytical instruments that empower customers in commercial and research fields. 
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AMI-Micro 300 Series 
BET Surface Area and Pore Size Analyzer 

INTRODUCTION “Accurate, Accessible, Advanced Gas Sorption” 

The AMI-Micro 300 Series is a high-precision physisorption instrument designed for specific surface area and 

pore size analysis of various materials. It is equipped with three independently operating analysis ports, 

allowing different adsorbate gases to be configured and tested simultaneously. Based on functional capabilities, 

the series is categorized into three models: A, B, and C (see the specification table for additional details). Each 

analysis station features a dedicated dosing manifold to optimize analysis time and ensure precise gas dosing. 

The Micro 300 B and C models are equipped with a 1 torr or 0.1 torr high-sensitivity pressure transducers and a 

turbo molecular pump with an ultimate pressure of 10⁻⁸ Pa, ensuring precise measurements of microporous 

structures. Furthermore, all three analysis stations support in-situ sample preparation, minimizing the risk of 

contamination. This instrument is particularly well-suited for the characterization of microporous materials, 

including MOFs, molecular sieves, catalysts, activated carbon, and other porous substances. 

Instrument Structural Layout of AMI-Micro 300 Series 

Configurable 0.1 torr or 1 torr Pressure 
Transducers (Type C,3) 

Test module, special high 
precision temperature and 

pressure control (3) 

 Individual Pressure Transducers for 
P0 (3) 

 Valve indicator 

Analysis Ports and P0 

Stations (3) 
Each analysis port tests 
independently 

Low Form Dewar 

Gas Inlets, Ethernet 
Communication Port, 
power supply 
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FEATURES 
 

 

Module Design for Minimal Dead Volume 
The internal gas path design of the instrument 
adopts a unique integrated metal module design, 
which not only reduces the internal dead volume 
space but also lowers the system leakage rate. 

 
Saturated Vapor Pressure P0 

An independent P₀ pressure transducer is 
configured at 133 kPa for P₀ value testing, 
enabling real-time P/P₀ measurement for more 
accurate and reliable test data. Alternatively, an 
atmospheric pressure input method can be used 
to determine P₀. 

 

Independent analysis ports 
With independent analysis ports, the system 
employs a unique vacuum control logic that allows 
each station to operate without disruption, even 
when using a single mechanical pump or pump 
group. This enables simultaneous, independent 
experiments, meeting diverse adsorbent testing 
needs while ensuring high efficiency. 

 
High-Precision Micropore Distribution Analysis 
Utilizes advanced micropore models, including the 
Horvath-Kawazoe (HK) and Saito-Foley (SF) methods, to 
accurately determine pore size distribution. Ensures an 
aperture deviation of less than 0.02 nm, providing 
precise characterization of microporous materials in gas 
adsorption studies. 

 
Thermal Stabilization 
A core rod in the sample tube reduces dead 
volume and stabilizes the cold free space 
coefficient, while an iso-thermal jacket maintains 
a constant thermal profile along the tube. 
Additionally, automatic helium correction ensures 
precise calibration for any powder or particulate 
material, minimizing temperature- related 
deviations during analysis. 

Customizable Selection of Pressure Transducers 
Depending on the model, the AMI-Micro 300 Series 
offers various quantities and types of pressure 
transducers. Among them, the Micro 300C, equipped 
with a 1 Torr transducer (selectable 0.1 Torr), enables a 
partial pressure (P/P₀) of up to 10⁻⁸ (N₂/77 K) in physical 
adsorption analysis. 

 

 
Optimized Manifold Contamination Control 
This system features a multi-channel, adjustable, 
and parallel vacuum design with segmented 
vacuum control. This setup effectively prevents 
samples from being drawn up into the analyzer 
therefore preventing manifold contamination. 

 

 
Turbo Molecular Pump 
A Turbo Molecular pump is included on the Micro 
300B and Micro 300C. Achieving ultimate 
pressures of 10⁻⁸ Pa, this system ensures a solid 
foundation for precise micropore analysis at ultra- 
low pressures. 

 
In-situ Degassing Ports 
Equipped with three in-situ degassing ports, 
enabling simultaneous degassing and analysis. 
Each port offers independent temperature control 
from ambient to 400°C (Optional: RT-500°C), 
ensuring precise sample preparation. In-situ 
degassing enhances microporous material analysis 
by providing superior efficiency over ex-situ 
methods. 
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SOFTWARE 
 

PAS Software is an intelligent solution for operation control, data acquisition, calculation, analysis, and report 
generation on the Windows platform. It communicates with the host via the LAN port and can remotely 
control multiple instruments simultaneously. 

 

 

PAS Software adopts a unique intake control 
method, optimizing pressure in the adsorption 
and desorption processes through a six-stage 
setting, which improves testing efficiency 

 

Changes in pressure and temperature inside the 
manifold can be directly observed in the test 
interface, providing convenience for sample testing 
and instrument maintenance. Current state of 
analyzer can be intuitively understood with the 
indicator light and event bar. 

Each adsorption equilibrium process is 
dynamically displayed on the test interface. 
Adsorption characteristics of the sample can be 
easily understood. 

 

A clear and concise report setting interface, 
including the following: 
 Adsorption and desorption isotherms 
 Single-/Multipoint BET surface area 
 Langmuir surface area 
 STSA-surface area 
 pore size distribution according to BJH 
 t-plot 
 Dubinin-Radushkevich 
 Horvath-Kawazoe 
 Saito-Foley 
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 The specific surface area test results for iron ore powder are shown in the figure below. As a 

material with an inherently low specific surface area, the repeatability error in the 
measurements is only 0.0015 m²/g, demonstrating high testing precision. 

 

 

 
 Adsorption and Desorption Isotherms of typical macro/mesoporous materials - silica 

 

 Analysis of pore size distribution of activated carbon materials by NLDFT. 
 

TYPICAL ANALYSIS RESULTS 
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Model AMI-Micro 300 Series 

Specific Model 300A 300B 300C 

Analysis Ports 3 3 3 

P0 Transducer 3 3 3 

Analysis Pressure 
Transducer 3 5 9 

 
Pressure 
Transducers 
Configuration 

Port 1 1000 torr 1000 torr; 
1000 torr, 10 torr (Optional); 
1000 torr, 10 torr, 1(0.1) torr 

(Optional); 

1000 torr, 10 torr, 1(0.1) torr 

Port 2 1000 torr 1000 torr; 
1000 torr, 10 torr (Optional); 
1000 torr, 10 torr, 1(0.1) torr 

(Optional); 

1000 torr, 10 torr, 1(0.1) torr 

Port 3 1000 torr 1000 torr; 
1000 Torr, 10 torr(Optional) 

1000 torr, 10 torr, 1(0.1) torr 

Pressure Transducer 
Accuracy 

And Resolution 

Accuracy: 0.05% F.S., 
Resolution: 0.0005% F.S. 

1000 torr - Accuracy: 0.05% F.S., Resolution: 0.0005% 
F.S. 

10 torr/ 1 torr -Accuracy: 0.2% RDG, Resolution: 0.003% 
F.S. 

0.1 torr -Accuracy: 0.5% RDG, Resolution: 0.003% F.S. 

 
Pump 

 
1 Mechanical Pump (ultimate 

vacuum 10-1 Pa; 
minimal 7.5 x 10-4 torr) 

 
1 Mechanical Pump (ultimate vacuum 10-1 Pa; minimal 7.5 x 10-

4 torr); 
1 Turbo Molecular Pump (ultimate vacuum 10-8 Pa; minimal 7.5 

× 10⁻¹¹ torr ) 

P/P0 Range 10-4 - 0.998 10-8 - 0.998 

Specific 
Surface Area 

≥ 0.01 m2/g, test repeatability: 
RSD ≤ ±1.0% 

N₂: 0.01 m²/g to upper limit; Kr: 0.0005 m²/g to upper limit. 
Test 

repeatability: RSD ≤ ±1.0% 
Pore Size Range .35*-500 nm, test repeatability: 

≤ ±0.02 nm (*Achieved with 
CO2) 

0.35-500 nm, test repeatability: ≤ ±0.02 nm 

Pore Volume ≥ 0.0001 cm3/g 

Degassing Ports 3 in-situ 

Adsorbates N2, CO2, Ar, Kr, H2, O2, CO, CH4, etc. 

Cold Trap 1 

Dimensions and Weight L 36.0 in (915 mm) × W 22.4 in (570 mm) × H 36.0 in (915 mm), 286 lbs (130 kg) 

Power Requirements 110V or 200-240 VAC, 50/60 Hz, maximum power 300 W 

SPECIFICATIONS 
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ABOUT US 
Advanced Measurement Instruments (AMI), consisting of Altamira Instruments, Rubolab, ISI, and 
JWGB, offers a comprehensive portfolio of solutions for all your material characterization needs. 
As a global and diversified company, we have many years of professional experience, and our 
mission is to empower scientists and researchers around the world in the field of materials 
science by providing cutting-edge analytical instruments. We are committed to providing high-
quality, user-friendly, cost-effective products and services to ensure that customers get the best 
solutions in research and industrial applications. 

MISSION 
At AMI, our mission is to advance the world of materials characterization by providing cutting-
edge analytical instruments that empower customers in commercial and research fields. 
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AMI-Vapor Series 
Volumetric Vapor Adsorption Analyzer 

 

INTRODUCTION “Accurate, Accessible, Advanced Gas Sorption” 

 
The AMI Vapor Series instruments are precision volumetric analyzers designed for 
advanced vapor and gas sorption characterization. These systems are ideal for analyzing 
adsorption isotherms, surface area, pore size distributions, and gas selectivity, using non- 
corrosive and safe adsorbates under controlled conditions. 

Typical adsorbates include water vapor, benzene, carbon monoxide, ammonia, and other 
non-corrosive gases and vapors at room temperature. 

 

 
Key Functions 

 Vapor Adsorption Isotherms: 
Evaluate adsorption behavior over a 
range of relative pressures for various 
vapor species. 

 
 Gas Selectivity & Capacity: 

Determine selective adsorption 
characteristics and quantify sorption 
capacity. 

 Surface Area & Pore Size Distribution: 
Low-temperature nitrogen adsorption 
method for BET and BJH analysis. 

 
Figure 1. AMI-Vapor Series 
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FEATURES 
 

 

Automated Vapor Generation and Delivery 

• Fully Automated Vapor Source Module: 
Eliminates manual handling. Ensures 
high-purity vapor via software-controlled 
delivery. 

• Vapor Source Thermostatic Control: 
Integrated water bath under software 
control for consistent vapor temperature 
and stability. 

 
Advanced Analysis Capabilities 

• High-precision pressure transducers 
(10, 100, 1000 torr) for accurate 
measurements across a wide pressure 
range. 

• High-vacuum corrosion-resistant 
solenoid valves. 

• Comprehensive software automation for 
sorption analysis and reporting. 

 
 

 
2 

 
1 

3 
4 

Precision Vacuum Control 

• Ultra-High Vacuum System: 
Includes a turbo molecular pump to 
achieve pressures down to 10⁻⁷–10⁻⁸ Pa, 
optimizing desorption and system 
cleanliness. 

• Cold Trap System (Dual Stage): 
Standard dual cold traps minimize 
vapor back streaming and protect the 
vacuum pump, extending system 
longevity. 

Thermal Stability and Sample Conditioning 

• Thermostated Analysis System: 
Built with corrosion-resistant materials and 
heated pathways to avoid condensation. 
Temperature range: ambient to 50°C. 

• Sample Temperature Control Options: 
o Dewar Flask: 77 K (liquid nitrogen) 
o Water Bath (Optional): -10°C to 

95°C 
o CryoTune Cold Bath (Optional): 

Adjustable ranges 
 82–135 K 
 120–170 K 
 180–323 K 

5 
1 - Cold Trap 
2 - Pre-Treatment Station 
3 - P0 Tube 
4 - Analysis Port 

7 5 - Dewar 
6 6 - Vapor Source 

7 – Heating Socket 
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APPLICATIONS 
 

The AMI Vapor Series is designed for precise characterization of porous materials such as 
MOFs, COFs, zeolites, and activated carbons. It supports studies in gas storage, separation, 
catalysis, and environmental remediation by enabling accurate measurement of vapor and 
gas adsorption behavior. The system is ideal for evaluating sorbent performance, 
selectivity, and capacity under controlled temperature and humidity conditions. 

 

At 25°C, Adsorption Performance of 

MOFs for Water and Several 

Structurally Similar Organic Vapors. 

 

 
At 25°C, Adsorption Curves of MOFs, 

COFs, Molecular Sieves, and CaCO3 

for Water Vapor. 

Adsorption/Desorption Curves of 

MOF Material for Nitrogen at 77K 

and Adsorption Curve for Water 

Vapor at 25°C. 

 
At 25°C, Adsorption Curves of MOFs 

for Three Isomers of Xylene 

(Ortho-xylene, Meta-xylene, 

Para-xylene). 

 
AMI-Vapor Series Configurations 

 

 

AMI-Vapor 100 
Single Vapor Adsorption Station 

AMI-Vapor 200 
Vapor Adsorption Station + Physical 

Adsorption Station 
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SPECIFICATIONS 

Vapor Series 
Specific Model Vapor 100B Vapor 200B Vapor 200C 
Analysis Ports 1 Vapor Sorption Port 1 Vapor Sorption Port；1 Gas Sorption Port
P0 Transducer 1 

Analysis Pressure 
Transducer 

3 4 6 

Vapor Sorption Port 1000 torr, 100 torr, 10 
torr 

1000 torr, 100 torr, 
10 torr 

1000 torr, 100 torr, 10 torr 

Pressure Transducer 
Accuracy and Resolution 

Accuracy: 0.2% RDG, Resolution: 0.003% F.S. 

Gas Sorption Port N/A 1000 torr 1000 torr, 10 torr, 1(0.1) torr 

Pump 
1 mechanical pump 

(ultimate vacuum 10-1 

Pa); 1 extra mechanical 
pump for degassing ports 

(optional) 

1 mechanical pump 
(ultimate vacuum 

10-1 Pa)

1 mechanical pump (ultimate 
vacuum 10-1 Pa) 

1 Turbo molecular pump 
(ultimate vacuum 10-8 Pa) 

P/P0 Range 10-6 - 0.998 10-8 - 0.998
Specific Surface Area N₂: 0.05 m²/g to upper limit; Kr: 0.0005 m²/g to upper limit. 

Pore Size Range 
0.35-500 nm (*Achieved 

with CO2), 
test repeatability: ≤0.02 

nm 

0.35-500 nm(*Achieved with CO2), test repeatability: 
≤0.02 nm 

Pore Volume ≥ 0.0001 cm3/g 
Degassing Ports 1 in-situ; 1 ex-situ; 2 in-situ 

Adsorbates 
Gas: N2, CO2, Ar, Kr, H2, O2, CO, CH4, etc. 

Vapor: H2O, Benzene, Olefins, etc. 

Cold Trap 2 
Dimensions and Weight L 35.4 in (900 mm) × W 22.4 in (570 mm) × H 36.2in (920 mm), 209 lbs (95 kg) 

Power Requirements 110V or 200-240 VAC, 50/60 Hz, maximum power 300 W 
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The Matrix 1000 is a next-generation gas 
sorption analyzer platform engineered for 
laboratories demanding flexible 
configuration, high throughput, and 
precision micropore resolution. Each unit 
supports up to four independently 
operated analysis stations, giving users the 
freedom to design the system around their 
specific applications. 

The system is ideal for research centers, 
QC labs, and advanced materials teams 
who require reliable, scalable, and high-
resolution data for gas adsorption and pore 
characterization. 

INTRODUCTION

Matrix 1000 Series 
Modular Multi-Station Surface Area & Pore Analysis System 

“Accurate, Accessible, Advanced Sorption” 

The Matrix 1000 empowers users to: 
• Configure mesopore, micropore, or mixed-mode stations in a single unit
• Run simultaneous, independent analyses without cross-interference
• Scale up or specialize based on research demands
• Customize precision sensor packages to match experimental needs
• Expand modularly to a total of up to 3 connected units (12 stations) for maximum

throughput and flexibility

Key measurement capabilities include BET, Langmuir, BJH, DFT, HK, SF, MP, DR, T-Plot, 
isotherms, and heat of adsorption. 

Surface area can be measured down to 0.01 m²/g (mesopore) and 0.0005 m²/g (micropore), with 
repeatability ≤1.0% RSD. Pore sizes from 0.35 to 500 nm are resolved with repeatability as fine as 
0.02 nm (high-res micropore). 

Figure 1. Matrix 1000 with 3 analysis units 

mailto:sales@ami-instruments.com
http://www.ami-instruments.com/
mailto:sales@ami-instruments.com
http://www.ami-instruments.com/


[ ] ]  B! 67 J ! ,1  P75&&7~ Q: ,1  I ! . &6~ T F _] [ b[ ø \ ` \ rba a r] ` XX íS2,$&ì ø \ ` \ rba a r] ` c c  íC! ; ì  
B0 ! ,/} 6! /&6q ! 0 ,r,1 67580 &1 76{$20  

S,6,7 285 T &#6,7&} : : : {! 0 ,r,167580 &176{$20  

133 East Main Street, Twin Lakes, WI 53181• 262-877-3600 (Voice) • 262-877-3699 (Fax) 
 Email: sales@ami-instruments.com 

Visit our Website: www.ami-instruments.com 
- 2 -

FEATURES 

• Multi-Station Architecture
Run up to four fully independent analysis
stations per unit—each with dedicated
dosing, pressure control, and data
acquisition. Scale up to 12 stations by
connecting three Matrix 1000 units. Ideal for
high-throughput labs and multi-user
environments.

• Micropore & Mesopore Flexibility
Configure any combination of micropore or
mesopore analysis stations based on your
application needs. High-resolution pressure
sensors—down to 0.1 Torr—enable accurate
characterization of ultrafine pores, while
broader pressure ranges allow robust
mesopore and macropore analysis.

• Harsh Chemistry Option
Equipped with a passivation coating and
seals upgraded to FFKM for aggressive or
corrosive chemistries.

• Smart Safety & Status System
The Matrix 1000 is built for safe, intuitive
operation. Each work unit includes multi-
color LED indicators for quick visualization
of instrument status:
• White – Standby
• Orange – Heating
• Green – Test in Progress
• Red – Alarm Condition

Real-time monitoring of pressure and 
temperature ensures that any anomaly 
automatically triggers an alarm, switches the 
unit to red warning status, and halts the 
experiment for safety. A retractable front 
safety shield protects users from cryogenic 
splashes during operation. 

• Smart Degassing with Pressure Feedback
The Matrix 1000 system continuously
monitors vacuum pressure during degassing
and compares it to user-defined stabilization
thresholds. This intelligent feedback
mechanism automatically detects when
activation is complete, improving
reproducibility and avoiding over- or under-
treatment of samples.

• Advanced Gas Dosing
Each analysis station features dedicated
dosing and evacuation control for
independent test execution. The system
supports both pressure-based and volume-
based dosing, with user-selectable options for
quantitative or constant-pressure dosing.
Smart sequencing ensures efficient dosing
across multiple stations while avoiding gas
cross-talk so that each station can run a
different test (i.e. BET, isotherm), but with the
same adsorbate.

• Integrated Degassing Furnace
Every Matrix 1000 unit includes one built-in,
high-temperature degassing furnace with
programmable ramp/soak control and real-
time pressure feedback—no external systems
required. For high-volume workflows, pair
with an external Prep Series degasser for bulk
pre-treatment, using the built-in unit for final
polishing prior to analysis.
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SOFTWARE & RESULTS 

Figure 2: Matrix 1000 Main Dashboard 

The Matrix 1000 system is powered by the intuitive APAS software platform, designed to 
streamline multi-station control and deliver high-quality sorption results across a single unit or a 
full 12-station network. 

• Flexible Multi-Station Workflow
Configure, launch, and monitor multiple experiments independently from a unified interface,
with real-time status indicators for full test visibility.

• Intelligent Sample Preparation
Built-in pressure monitoring during degassing ensures consistent activation, with automatic
detection of stabilization based on user-defined thresholds.

• Comprehensive Data Modeling
Supports BET, Langmuir, BJH, t-Plot, HK, DFT, NLDFT, and other models for accurate surface area
and pore size analysis of micro- and mesoporous materials.

• Visualization & Reporting Tools
Overlay isotherms, track kinetics, and generate Excel or PDF reports with curves, metadata, and
calculation results for easy comparison and documentation.
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Figure 3: Nitrogen adsorption–desorption isotherm of a BAM-certified zeolite 

Figure 4: Summary Data Reduction Screen of a BAM-certified Zeolite 
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Configuration Analysis Transducers Total Transducers 

4x Mesopore 1000 Torr on each station 6 

1x Micropore 1000, 10, 1 Torr 5 

1x Micropore (High Res) 1000, 10, 0.1 Torr 5 

2x Micropore 1000, 10, 1 Torr on each 8 

2x Micropore (High Res) 1000, 10, 0.1 Torr on each 8 

3x Micropore 1000, 10, 1 Torr on each 11 

3x Micropore (High Res) 1000, 10, 0.1 Torr on each 11 

4x Micropore 1000, 10, 1 Torr on each 14 

4x Micropore (High Res) 1000, 10, 0.1 Torr on each 14 

1x Mesopore + 3x Micropore 
Meso: 1000 Torr; Micro: 1000, 10, 
0.1 Torr 

12 

2x Mesopore + 2x Micropore 
Meso: 1000 Torr; Micro: 1000, 10, 
0.1 Torr 

10 

3x Mesopore + 1x Micropore 
Meso: 1000 Torr; Micro: 1000, 10, 
0.1 Torr 

8 

Category Mesopore Micropore 

Surface Area Range ≥ 0.01 m²/g (RSD ≤ 1.0%) ≥ 0.0005 m²/g (RSD ≤ 1.0%) with 
Krypton 

Pore Size Range 0.35–500 nm (using CO2 for 
micropores) 

0.35–500 nm 

Cold Trap Repeatability ≤ 0.2 nm Repeatability ≤ 0.02 nm 
Analysis Pressure Sensors Option Included 

Each Matrix 1000 unit includes one dedicated degas furnace and offers flexible station-level 
sensor configurations. Total sensors listed include Ps, P₀, and degas pressure monitoring 
sensors. 

MATRIX 1000 MESO -VS- MICRO 

STATION CONFIGURATION OPTIONS 
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Category Specification 

Model Options 1, 2, or 3 analysis units (up to 12 ports total) 
Analysis Ports per Unit Up to 4 
Measurement Capabilities BET (single and multi-point), Langmuir, BJH, STSA, t-plot, DFT, NLDFT, 

HK, SF, MP, DR, DA, t-Plot, Isotherms, Heat of Adsorption, Total Pore 
Volume, Adsorption Kinetics 

Pore Volume Resolution ≥ 0.0001 cm³/g 
Pressure Range (P/P₀) 10⁻⁴ to 0.998 (meso); 10⁻⁸ to 0.998 (High Res micropore) 
P₀ Transducers 1 per unit, 1000 Torr, 0.25% FS 
Degassing Ports In-situ - 4 / 8 / 12 (based on configuration) 
Degassing Temp (Max) 400°C ±1°C (active cooling included) 
Degassing Ramp Control Yes – programmable ramp and soak 
Degas Pressure Monitoring Yes – user-defined thresholds 
Vacuum System Mechanical: Ultimate vacuum 10⁻1 Pa; minimal 7.5 x 10-4 torr; 

Optional Turbo: 10⁻⁸ Pa; minimal 7.5 × 10⁻¹¹ torr 
Temperature Control Air bath + valve box; Max 45°C ±0.1°C 
Gas Compatibility N₂, CO₂, Ar, Kr, H₂, O₂, CO, CH₄ (standard: non-corrosive gases) 

Optional: Harsh Chemistry model with passivation coating and FFKM 
seals 

Vapor Sorption Option Available 
Dewar Capacity 3L 
BET Throughput 4 samples/5-point BET <~28 min fully optimized 
Dosing & Equilibrium Control Supports user-defined pressure tables and quick-start templates. Gas is 

introduced stepwise to target relative pressures, with adsorption 
equilibrium determined by pressure stability over a fixed time window. 

Cold Space Calibration Automatic 
Station Independence Four workstations per unit; independent test types with same adsorbate. 

Synchronized start/finish with alternating gas dosing. Independent 
dosing, vacuum, and control per station. 

Software APAS software with analysis models, leak detection, and vacuum 
diagnostics 

Data Export Excel, TXT, RAW, PDF; full reprocessing supported 
Gas Inlet Ports 2 per unit (Helium and Adsorption Gas); expandable to 18 
Power Requirements 220 VAC, 16 A 
Dimensions (L × W × H) 27.6 × 27.6 × 41.3 in (70 × 70 × 105 cm) 
Weight 242 lbs (110 kg) 
Compliance CE, EMC, RoHS 

SPECIFICATIONS 
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